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ESTIMATE

PART A BASED ON RUIDP SOR 2017

S. No. |Particulars. QTY RATE UNIT AMOUNT

1 Brick work with bricks of class designation 75 in superstructure above
plinth level upto two stories in all shapes and sizes in: Cement mortar| 15 0p 3880.00 cum 58200.00
1:6 (1 cement : 6 coarse sand)

2 Cement plastering including T&P ,scaffolding ,material and complete
labpour, including cost of water , curing ,racking of joints etc. with 20

mm cement plaster of mix : 1:4(1 cement : 4 fine /coarse sand) . 100.00 190.00 SQM 19000.00

Centering and shuttering up to two stories or height up to 7.5 meter
above plinth level including strutting , propping etc. and removal of
form for: Lintels, beams , plinth beams , girders , bressumers and
cantilevers

100.00 299.00 sqm 29900.00

4 Half brick masonry with brick of class designation 75 in foundations
and plinth in : cement mortar 1: 4 (1 cement : 4 coarse sand) 20.00 434.00 sqm 8680.00

o

Reinforced cement concrete work in beams, suspended floors, roofs
having slope upto 15 degree landings, balconies, shelves, chajjas,
lintels, bands, plain window sills, staircases and spiral stair cases upto
two stories excluding the cost of centring , shuttering , finishing and 5.00 5310.00 po— 26550.00
reinforcement: M-20 Grade Concrete (1:1 V2 :3 (1 cement : 1 Y2 coarse
sand :3 graded stone aggregate 20mm nominal size) -As per design
mix)

6 Cement plastering including T&P ,scaffolding, material and complete
labpour, including cost of water , curing, racking, of joints etc. with 12
mm cement plaster finished with a floating coat of neat cement of mix:| 54 59 236.00 sqm 11800.00
1:3 (1 cement : 3 fine /coarse sand) Extra for plastering: Spherical
ceiling.

7 Distempering with oil bound washable distemper of approved
brandand manufacture to give an even shade New work (two or more| 190,00 81.00

sqm 8100.00
coats) over and including priming coat with cement primer.

8 Steel work welded in built up sections/ framed work including
cutting,hoisting, fixing in position and applying a priming coat of
approvedsteel primer using structural steel etc. as required. Inf 50,0 g 78.50
stringers, treads, landings etc. of stair cases including use of
chequered plate wherever required, all complete.

kg 235500.00

9 Providing and fixing G.I. pipes complete with G.I. fittings and clamps,
including cutting and making good the walls etc. Internal work -[ 149 171.00 Each 1710.00
Exposed on wall 15 mm dia nominal bore 'B' Class

a 25mm dia nominal bore 'B' Class 5.00 274.00 each 1370.00

Providing and fixing C.P. brass long body bibcock of approved quality
conforming to IS standards and weighing not less than 690 gms15 mm|  2.00 440.00 Each 880.00
nominal bore

Providing and fixing G.I. Union in existing G.I. pipe line, cutting and
threading the pipe and making long screws including excavation,
refilling the earth or cutting of wall and making good the same
complete wherever required

15 mm dia nominal bore 10.00 356.00 Mtr 3560.00

b 25mm dia nominal bore 10.00 392.00 Mitr 3920.00

Providing and placing on terrace (at all floorlevels) polyethylene
water storage tank ISI : 12701 marked with cover andsuitable locking| 1500.00 6.50 Itr 9750.00
arrangement and making necessary holes for inlet, outlet and
overflow pipes but without fittings and the base support for tan

13 Providing and laying in position cement concrete of specified grade
excluding the cost of centring and shuttering - All work upto plinth| 509 4650.00 Cum 23250.00
level : 1:1%2:3 (1 Cement : 1% coarse sand : 3 graded stone aggregate 20

14 Carriage of Materials by mechanical transport including

loading, unloading and stacking :Earth 7km 10000 163.00 et 0200.00

15 Random rubble masonry with hard stone in foundation and plinth

Cement mortar 1:4 (1 cement : 4 coarse sand) 200 3060.00 Sy 15300.00







