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OFFICE OF THE EXECUTIVE ENGINEER (Hawamabhal, West)
JAIPUR NAGAR NIGAM, JAIPUR

PANDIT DEEN DAYAL BAHWAN, LAL KOTHI, JAIPUR
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G-Schedule

Based on RUIDP B.S.R. 2017

No

Particulars

aty.

Rate

Per

Amount

Rs. P.

Dismantling stone slab flooring laid in cement mortar including
stacking of scrviceable material and disposal of unserviceable material
within 50 metres lead.

500.00

102.00

sqm

51000.00

Dismantling of flexible pavements for sewer line and manholes and
disposal of dismantled materials up to a lead of 50 metres, stacking
serviceable and unserviceable materials separately as directed by
Engineer. Bituminous courses

5.00

356.00

cum

1780.00

Granular courses

8.00

247.00

cum

1976.00

Dismantling of existing structures like culverts, bridges, retaining
walls and other structure comprising of masonry, cement concrete,
wood work, steel work, including T&P and scaffolding wherever

necessary, sorting the dismantled material, disposal of unserviceablq

material and stacking the serviceable material with all lifts and lead of]
50 metres as directed by Engineer.

0.00

Lime concrete,cement concrete grade M-10 (1:5:10) and below

435.00

264.00

cum

114840.00

Cement Concrete Grade M-15 & M-20 and PCC blocks

500.00

427.00

cum

213500.00

Dismantling Stone Masonry Rubble stone masonry in cement mortar

5.00

256.00

cum

1280.00

Earth work in excavation for roadway, including trimming bottom and
side slopes in accordance with requirement of line, grades and cross
sections, including disposal of surplus material with all lift and lead
upto 1000 metre as per MoRT&H specification clause 301.

100

145

cum

14500.00

Carriage of Materials earth including loading and unloading with a
lead of 3 km

1350.00

165.00

cum

222750.00

10

Providing and laying in position cement concrete of specified grade
excluding the cost of centring and shuttering - All work upto plinth
level :1:5:10 (1 ccment : 5 fine/ coarse sand : 10 graded stone
aggregate 40 mm nominal size)

"

15.00

3120.00

cum

46800.00

Providing and laying in position specified grade of cement concrete
excluding the cost of centring, shuttering, finishing and reinforcement
All work upto plinth levgl :1:1%:3 (1 cement : 1% coarse sand : 3
graded ‘stone aggregate 20 mm nominal size)

50.00

4700.00

cum

235000.00

12

Providing , laying, and jointing glazed stoneware pipe grade A with
stiff mixture of cement mortar in the proportion of 1:1 ( 1 cement : 1
Sand) including testing of joints etc. complete: 150mm diameter.

25.00

512.00

mitr.

12800.00

13

Constructing brick masonry road gully chamber 45x45x77.5 cm with
bricks of class designation 75 in cement mortar 1:4 (1 cement : 4
coarse sand ) with precast R.C.C. vertical grating complete as per

standard design :With bricks

14

5.00

3730.00

each

18650.00

Kota stone slab flooring over 20 mm (average) thick base laid over
and jointed with grey cement slurry mixed with pigment to match the
shade of the slab including rubbing and polishing complete with base
of cement mortar 1 : 4 (1 cement : 4 coarse sand) : Area of each slab
900 to 2000 sacm

500.00

1020.00

sqm

510000.00

15

Providing sand stone slab for roofing and laying them in cemen mortar
1 : 4 (1 cement : 4 coarse sand) over wooden karries or R.C.C. battens
(Karries and battens to be paid separately) including pointing the!
ceiling joints with cement mortar 1:3 (I cement : 3 fine sand )

50.00

546.00

sqm

27300.00

complete :
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